Jexknapauuna 3a cboTBeTCTBME C U3NCKBaHNATa Ha EC

Mpoussoguten: WUme:
Appec:
O6opyaBaHe:
Homep Ha mopena:
Codryep:
Bup npoaykr:

*[locTaBeHN aKcecoapu:

Apple Inc.
One Apple Park Way
Cupertino, California 95014, USA

A2375/A2376

i0S

Smart Watch

Magnetic Charging Cable

*He ce nokpuBea oT cepTrduKaTta C NOCOUEHKA HOMEP.

Hwue, Apple Inc., AeKnappame n3usaino Ha CBOA OTTOBOPHOCT, Ye ropenocoYeHNAT NPoOAYKT OTroBapA

Ha C1eHOoTO:

AnpexkTnsn:

Mpoueaypa 3a oueHABaHe:

Mpouenypata 3a oLeHsABaHe Ha CbOTBETCTBUETO, OnrcaHa noapo6Ho B npunoxeHue lll, 6e npunoxeHa c
yyacTMeTo Ha HOTUGULIMPAH OpraH 3a oLeHKa CbrnacHo uneHoBse 3.1a, 3.16 1 3.2. HanmeHoBaHe Ha

2014/53/EC
2011/65/EU as amended by 2015/863/EU
Cepr.N2: AN21C11344

HoTuduumpaH opra: UL Verification Services Inc; Homep: 0984.

MpunoxeHu ca cnegHNUTe CTaHAAPTMN:

Ynen 3.1a:

YneH 3.16:

Ynen 3.2:

YecroTa: HanpexeHne:
2.400 - 2.4835 GHz < 100mW
5.150-5.350/5.470-5.725 GHz <200mW

6.0 - 8.5GHz (UWB) < 0dBm/50MHz
LTE:1,3,7,8, 20, 28,40 PC3

WCDMA Band |/ VIlI PC3
LTE:1,3,7,8, 20, 28,40 PC3
5.725-5.875 GHz <25mW
WCDMA Band |/ VIlI PC3

Camo npuemane:

besonacHocT n 3apaBe

EN 60950-1:2006+A1:2010+A11:2009+A12:2011+A2:2013

EN 50360:2017
EN 50566:2017
EN 50663:2017
IEC 62368-1: 2018 [2020+A11:2020]
EnekrpomarHutHa cbBmectumoct (EMC)
EN 301 489-1 V2.2.0 [DRAFT]
EN 301 489-3V2.1.1
EN 301 489-19V2.1.1
EN 301 489-33 V2.2.1
EN 301 489-52 V1.1.0 [DRAFT]
EN 301 489-17 V3.2.2 [DRAFT]
EdekTnBHO nsnonssaHe Ha PY cnekTtbp

EN 300328 V2.2.2
EN 301 893 V2.1.1
EN 302 065-1 V2.1.1
EN 301 908-13 V13.1.1
EN 301 908-1 V13.1.1

EN 300 330V2.1.1

EN 300 440 V2.1.1 /V2.2.1 [DRAFT]
EN 301 908-2 V13.1.1
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GPS EN 303413 V1.1.1
Wireless Power Rx EN 300 330V2.1.1

non'bﬂHVlTeﬂHO CbOTBEeTCTBUue:
NPEKTNBA 3a OrpaHNYeHNEeTo Ha OonaCHNUTe BelwecTBa
Avp P W EN IEC 63000:2018

(RoHS):
MoanwncaHo 3a N OT UMeTO Ha: Apple Inc
Macro: Cork DaTta: 01 toHK 2021
Nme: OnbXKHOCT: Mognuc:

Stuart Thomas Engineering Manager %OMQS

John Reynolds Product Compliance Manager %ﬁ)"“ r\yZ‘Q")""’l’u)
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